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MYKLATICRETE INDIA PVT. LTD.

Registered Office:

8-2-703/A, 4th Floor, Leela Gopal Towers, Road No. 12, Banjara Hills,
Hyderabad - 500 034. Ph: + 91 406817 3100.

CIN: U99999TG1999PTC031624

For queries / feedback please mail to contact@myklaticrete.com
www.myklaticrete.com

Regional Offices:

* Ahmedabad: 093775 32991 * Bengaluru: 080-26757961

* Bhubaneshwar: 090780 85131 * Chennai: 044-43518843

* Coimbatore: 0422-2644485 * Dehradun: 0135-3570822

* Ghaziabad: 093506 21097 * Indore: 09301532851

* Jaipur: 0141-2210079  Kochi: 0484-2577113

¢ Kolkata: 096810 75242 * Lucknow: 0522-4024125

¢ Ludhiana: 0161-2503686 * Mumbai: 022-26397453

* Nagpur: 09822571318 * New Delhi: 011-43020146

* Panchkula: 0172-5033818 * Pune: 020-24213394

* Vijayawada: 93967 07764 * Vishakapatnam: 0891-3195577

Available on: .' ;\pphst(;re

A Rishta

Live Chat on +91 9356 357 358

Follow us on @ /myklaticreteindia /c/myklaticreteindia
@ /company/myk-laticrete-india-pvt-ltd

An IMTYIKK GROUP enterprise

LATICRETE, LATAPOXY and the

logo are Registered Trademarks of LATICRETE International. Inc.
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SELECTED

superbrand

T

REASONS
TO USE
TILE
SPAGERS

Aesthetics — Spacers
provide uniform spacing
between tiles. When
filled with suitable grout,
makes tile assembly

appealing.

No lippage — Spacers

minimize lippage and

) chipping of tile corners
' is reduced.

Efficient tiling - Use of
spacers help in efficient
tile laying, maintaining

uniform levels. Eliminates
readjusting or redoing
of tiling.

Uniform spacing
between tiles — Allows
expansion &
contraction of tiles, thus
no cracking of tiles.

No water seepage -
Uniform tile spacing filled
with SP-100™ TILE JOINT

doesn't allow water

seepage through tile
gaps.

SP-100™
Stainfree Grout
For Floor N’ Wall

STELLAR™ Grout

Available in:
# 1/5 Unit (1kg)
# 1 Unit (5kg)

Available in:
# 1/5 Unit (1kg)
# 1 Unit (5kg)

# 2 Unit (10kg)

STAINFREE Grouts

STELLAR™ Grout is a single component, high performance modified joint
filling grout which offers excellent color uniformity, durability, stain protection,
and beautiful grout joints in an easy-to-use, non-sag formula, with no hassle of
mixing two packs or any other liquids like water or latex liquid.

SP-100™ Stainfree Grout For Floor N’ Wall (700 Series) is a 100% solid epoxy
grout that is stainfree, colour-fast chemical resistant for use with ceramic &
vitrified tiles, marble and stone.

LATAPOXY*® 2000 Industrial Epoxy Grout (#2 unit) is highly chemical resistant
epoxy grout formulated for use with industrial tile, ceramic tile, vitrified tile,
pavers, floor brick and stone.

COVERAGE: Approximate sq.ft. coverage per # 1 unit (5 kg) of STELLAR™,
SP-100™ & Dazzle™ Grout. Double for LATAPOXY® 2000 Industrial Epoxy
Grout # 2 unit (10kg).

Note: Jointwidth 1.5 mmiis applicable for STELLAR™ & SP-100™ Grout only.

LATAPOXY® Dazzle™

Grout For
Floor N’ Wall

Available in:
# 1/4 Unit (1.25kg)
# 1 Unit (5kg)

LATICRETE" -
600 Series
Unsanded Grout

Available in:
500gms,
1kg & 10kg

LATAPOXY® 2000
Industrial Epoxy
Grout

Available in:
# 2 Unit (10kg)

LATICRETE" -
500 Series
Sanded Grout

Available in:
10kg

LATICRETE® - 1776
Grout Admix Plus

Available in:
200ml, 400ml,
5ltrs & 20ltrs

Note:
1. SP-100™ and Cementitious Grouts are available in range of 40 colours.

2. STELLAR™ Grout is available in range of 5 colours.
3. LATAPOXY® Dazzle™ Grout is available in 10 colours and 3 finishes Gold,
Silver & Copper. (Separate shade card available)

Tile Size X Thickness Joint Width

in mm 1.5mm 2mm  3mm 4mm 6mm 8mm 10mm  12mm
100x100x3 342 264 177 133 90 68 55 46
150x150x4 385 296 198 149 100 75 61 51
200x150x5 348 269 181 136 ¢l 69 55 46
150x300x6 340 263 175 132 88 66 53 44
300x300x6 515 394 263 198 132 100 80 67
450x300x7 530 405 270 202 135 101 81 68
600x450x8 664 506 337 253 169 127 101 85

600x600x8 750 591 394 295 197 148 119 99
600x900x11 654 515 343 258 171 129 103 86
900x900x12 749 590 393 295 197 148 118 99

Approximate sq.ft. coverage for Glass Mosaic

JOINT WIDTH JOINT DEPTH
1.5mm 2mm

TILE SIZE
20mm x 20mm

600 Series Unsanded Grout - 125 Sq.ft. to 130 Sq.ft. per 10 kg bag
500 Series Sanded Grout - 150Sq.ft. to 175 Sq.ft. per 10 kg bag
STELLAR™, SP-100™ & Dazzle™ Grout - 64 Sq.ft. to 72 Sq.ft. per # 1 Unit

Recommended For Advantages:

e Ceramic floor & Wall tile o Stainfree

e Quarry tile e Colour-Fast

e Marble e Easy to Install and Clean

e Mosaics e Water Cleanable When Fresh

e Stone o Non-Cracking or Powdering

e Pavers e Anti-Bacterial and Anti-Fungal

o Slate e Chemical & Temperature Resistant
e Porcelain tile / Vitrified tile e Available in Range of 36 Colours

CEMENTITIOUS Grouts

LATICRETE" Unsanded Grout-600 Series is designed for use with LATICRETE®
1776 Grout Admix Plus for joint width 1mm to 3mm for porous & absorbent type

tiles, non-vitreous clay tiles, marble & glazed wall tiles.

COVERAGE: Approximate sq.ft. coverage per 10 kg bag of LATICRETE®

Unsanded Grout-600 series.

Tile Size X Thickness Joint Width

inmm
100x100x3
150x150x4
200x150x5
150x300x6
300x300x6
450x300x7
600x450x8
600x600x8
600x900x11
900x900x12

LATICRETE" Sanded Grout - 500 Series is designed to be used with LATICRETE®
1776 Grout Admix Plus for joint width 3mm to 12mm for non-absorbent and

vitrified type tiles.

1mm 2mm 3mm
1057 539 366
1182 599 404
1079 545 368
1047 528 356
1566 788 529
1608 808 542
2007 1007 674
2341 1174 785
2041 1023 684
2338 1171 782

COVERAGE: Approximate sq.ft. coverage per 10 kg bag.

Tile Size X Thickness Joint Width

in mm

100x100x3
150x150x4
200x150x5
150x300x6
300x300x6
450x300x7
600x450x8
600x600x8
600x900x11
900x900x12

Recommended For

3mm

364
402
366
354
525
539
670
781
680
778

e Ceramic floor & Wall tile

e Quarry tile
e Marble

e Mosaics
e Stone

o Pavers

e Slate

e Porcelain tile / Vitrified tile

4mm

278
305
277
268
397
406
504
587
511
585

5mm  6mm  8mm  10mm
227 193 150 124
247 209 160 132
224 189 145 118
216 182 139 113
319 268 203 165
327 274 207 168
405 339 256 206
471 394 297 239
410 343 258 208
469 391 295 237
Advantages:

o Colour-Fast

o Weather Resistant

Easy Maintenance
Non-Shrinking

Non-Cracking

Easy Application and Clean up
Non Wet Curing Required when
used with LATICRETE® 1776
Grout Admix Plus

12mm

107
112
101
96
139
141
173
201
174
198
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